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(57) ABSTRACT

A starter is provided for a self-oscillating radio frequency
oscillation circuit for high-power applications used for
plasma generation in an ICP emission spectrometer or for
other purposes. A secondary winding of a starting transformer
is arranged in an LC resonance circuit including an induction
coil, capacitor and other elements. A starter, e.g. a Clapp
oscillator circuit, is connected to a primary winding magneti-
cally coupled with the secondary winding. A radio-frequency
current is induced in the LC resonance circuit by energizing
the starter for a certain period of time in a starting phase. As
a result, electric current flows through the secondary wind-
ings in a full-bridge drive circuit which are magnetically
coupled with primary windings, whereby voltage is devel-
oped between the gate and source of MOSFETs, causing
these MOSFETs to begin an ON/OFF operation, whereby the
self-oscillation is started.

3 Claims, 2 Drawing Sheets
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RADIO-FREQUENCY OSCILLATION
CIRCUIT

TECHNICAL FIELD

The present invention relates to a radio-frequency oscilla-
tion circuit, and more specifically, to a method for starting a
radio-frequency oscillation for high-power applications. The
radio-frequency oscillation circuit according to the present
invention is suitable as a radio-frequency power source for
generating and maintaining plasma in an analyzing system or
amanufacturing and processing system using plasma, such as
an inductively coupled plasma (ICP) emission spectrometer
or a plasma chemical vapor deposition (CVD) system.

BACKGROUND ART

In an inductively coupled plasma (ICP) emission spec-
trometer, a plasma-generating gas (e.g. argon) is ionized by
an electromagnetic field created by supplying radio-fre-
quency power to aninduction coil. While the obtained plasma
is maintained by the electromagnetic field, a sample atom is
introduced into the plasma. The sample atom is excited by the
plasma, and when the excited atom returns to a lower energy
level, it emits light whose wavelength is specific to the atom.
By performing a spectrometry of this light, a qualitative and
quantitative determination of the sample is performed.

In an ICP emission spectrometer, in order to supply radio-
frequency power to the plasma, a configuration is commonly
used in which an LC resonance circuit formed by an induction
coil and a capacitor is driven by a radio-frequency power
source which supplies, for example, radio-frequency power
of several hundred watts to several kilowatts at a frequency of
27 MHz. To produce an oscillation with high efficiency in
such aradio-frequency oscillation circuit, the load impedance
seen from the radio-frequency power source should prefer-
ably be constant, and furthermore, the impedance should be
matched with the optimum load impedance of the power
source. However, when plasma is generated by passing a
radio-frequency current through the induction coil, the
impedance of the induction coil changes due to the effect of
the induction current caused by the movement of charged
particles in the plasma. The impedance of the induction coil
also changes with a change in the state of the plasma, which
can occur depending on the state of the plasma-generating gas
or that of the sample to be analyzed, the amount of power
supplied to the plasma, and other factors. Such a change in the
impedance of the induction coil leads to a change in the load
impedance seen from the radio-frequency power source,
causing the impedance matching to deviate from the optimum
state.

To overcome this problem, a self-oscillating circuit is com-
monly used, in which the L.C resonance circuit formed by the
induction coil and the capacitor is driven by a switching
circuit, such as a half-bridge or full-bridge circuit including
switching elements, with a positive feedback of an electric
current from the LC resonance circuit to a control terminal of
the switching element via a transformer or the like (see Patent
Literatures 1-3). In such a self-oscillating circuit, when the
impedance of the induction coil changes depending on a
change in the state of the plasma, the oscillation frequency of
the L.C resonance circuit automatically changes. As a result,
the load impedance seen from the switching circuit is con-
stantly maintained at optimum levels, allowing the oscillation
to continue with high efficiency without requiring any special
control or command from the outside.

In a self-oscillating circuit commonly used in low-power
applications, when a power supply to the radio-frequency LC
oscillation circuit is started by energizing a power source, the
small amount of noise in the DC power source or oscillation
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circuit is amplified by the positive feedback loop, whereby an
oscillation is started and sustained. While the principle of
sustaining the oscillation in a self-oscillating radio-frequency
oscillation circuit for the previously described plasma gen-
eration is also the same, the situation is different when starting
the oscillation. This is due to the following fact: In the self-
oscillating circuit for low-power applications, the switching
element, such as MOSFET, is driven in an operation range
comparatively close to the linear range and the ON/OFF
operation can be easily started, whereas in a self-oscillating
circuit for producing a high power of several kilowatts, the
switching element is driven in an operation range close to the
saturation range and high power is needed to start the
ON/OFF operation. Therefore, in many cases, merely ener-
gizing the power source does not immediately lead to the state
of oscillation. This means that some device for starting the
oscillation circuit is necessary.

To address these problems, the radio-frequency oscillation
circuits described in Patent Literatures 1-3 have adopted a
technique in which a DC bias circuit is connected to the
control terminal of the switching element; after the main
power source is energized, the power current is monitored and
the DC bias voltage is gradually increased until the onset of an
oscillation is detected. However, if the DC bias voltage is
increased to an excessively high level, the switching element
will be completely turned on and will allow a considerable
amount of current to pass through, which may possibly dam-
age the element. Therefore, the DC bias voltage should be
controlled according to the gain, input-voltage threshold and
other properties of the switching element to prevent the volt-
age from being excessively high. However, since those prop-
erties considerably vary from one element to another, a com-
plex control is needed to start the radio-frequency oscillation
in a stable manner.

Besides, in a configuration which drives the LC resonance
circuit by a full-bridge circuit as described in Patent Litera-
ture 2, the DC bias circuit needs to be provided for each of the
four switching elements. Furthermore, two of the four DC
bias circuits must be a circuit floated from the ground poten-
tial, which means the device cost will be considerably high.

As another startup method, it is possible to connect a
switching element dedicated to startup parallel to the switch-
ing element which operates during the steady-state oscilla-
tion, to compulsorily start the oscillation by driving the
switching element dedicated to startup only during a certain
period of time in the starting phase. According to this startup
method, the previously described problem due to the addition
of the DC bias circuit does not occur. However, connecting
the switching element dedicated to startup parallel to the main
switching element causes an equivalent increase in the output
capacitance of the switching elements. Since the frequency
characteristics of a switching element significantly depends
on its output capacitance, the increase in the output capaci-
tance deteriorates the frequency characteristics and lower the
gain in the radio-frequency range, making it difficult to ensure
an adequate amplitude of oscillation.

CITATION LIST
Patent Literature
Patent Literature 1: JP 10-214698 A
Patent Literature 2: JP 2009-537829 A
Patent Literature 3: U.S. Pat. No. 7,852,471 B
SUMMARY OF INVENTION
Technical Problem

The present invention has been developed in view of the
previously described problems, and its objective is to provide
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a radio-frequency oscillation circuit capable of starting a
self-oscillation in a stable manner and at a low cost, while
providing neither a DC bias circuit for applying a DC bias
voltage to the control terminal of the switching element nor a
switching element dedicated to startup parallel to the main
switching element.

Solution to Problem

The present invention aimed at solving the previously
described problem is a self-oscillating radio-frequency oscil-
lation circuit, comprising: a DC voltage source; an L.C reso-
nance circuit including a coil and a capacitor; a switching
circuit including a switching element for switching a DC
power supplied from the DC voltage source and for supplying
the power to the LC resonance circuit; and a transformer
formed by a primary winding included in the LC resonance
circuit and a secondary winding connected to the control
terminal of the switching element so as to turn on and off this
switching element, the radio-frequency oscillation circuit fur-
ther including:

a) a starting transformer having a secondary winding con-
nected inside the L.C resonance circuit; and

b) a starter for supplying a primary winding of the starting
transformer with a radio-frequency current whose frequency
is close to the resonant frequency of the .C resonance circuit
during a certain period of time in a starting phase, so as to start
a self-oscillation in the radio-frequency oscillation circuit.

In the case where the radio-frequency oscillation circuit
according to the present invention is used for plasma genera-
tion in an ICP emission spectrometer, the coil included in the
LC oscillation circuit is the induction coil for plasma genera-
tion.

In the radio-frequency oscillation circuit according to the
present invention, the switching circuit is, for example, a
half-bridge or full-bridge drive circuit using a plurality of
switching elements. The switching element is normally a
semiconductor switching element, which is typically MOS-
FET.

The starter may have any configuration as long as it can
produce a signal whose frequency is close to the resonant
frequency of the L.C resonance circuit. For example, a Clapp
oscillator circuit having the primary winding of the starting
transformer incorporated in the resonance circuit may be
used.

That is to say, the radio-frequency oscillation circuit
according to the present invention does not only include the
main L.C resonance circuit in which, for example, an induc-
tion coil for plasma generation is incorporated, but also an
oscillation circuit as a starter, which is magnetically coupled
with a portion of the L.C resonance circuit, or in other words,
electrically insulated from the LC resonance circuit. This
oscillation circuit is operated only during a certain period of
time in the starting phase, to supply a radio-frequency current
to the main L.C resonance circuit and promote its self-oscil-
lation. After a stable state of oscillation is achieved by the
main L.C resonance circuit and the switching circuit, the
oscillation by the starter can be discontinued to virtually
disconnect it.

After the self-oscillation in the radio-frequency oscillation
circuit is started by the starting operation by the starter, the
electric current flowing in the main [.C resonance circuit due
to the self-oscillation may induce an excessive amount of
current in the oscillation circuit of the starter in reverse
through the starting transformer, which may eventually dam-
age the element in the oscillation circuit. Accordingly, in a
preferable configuration for avoiding this problem, the starter
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is a radio-frequency LC oscillation circuit whose resonance
circuit includes the primary winding of the starting trans-
former, and furthermore, the radio-frequency oscillation cir-
cuit further includes a variable resistive element for changing
the resistance value of the resonance circuit in the radio-
frequency L.C oscillation circuit to a greater value after the
self-oscillation is started.

Specifically, the variable resistive element may consist of,
forexample, a PIN diode included in the resonance circuit and
avoltage supplier for applying a bias voltage to the diode, the
voltage supplier applying a forward bias voltage to the PIN
diode during the starting phase and then switching it to a
reverse bias voltage after the self-oscillation is started.

Advantageous Effects of the Invention

The radio-frequency oscillation circuit according to the
present invention does not require any DC bias circuit for
applying a gradually increasing DC bias voltage to the control
terminal of the switching element. Accordingly, there is no
possibility that the switching element will become com-
pletely turned on by an excessively high DC bias voltage and
eventually damaged. Therefore, the oscillation can be started
in a stable manner. Furthermore, the radio-frequency oscilla-
tion circuit according to the present invention can be pro-
duced at a low cost, since it requires only one starter regard-
less of whether the switching circuit is a half-bridge drive
circuit or a full-bridge drive circuit.

Furthermore, the radio-frequency oscillation circuit
according to the present invention requires no switching ele-
ment dedicated to startup provided parallel to the main
switching element, so that there will be no increase in the
output capacitance of the switching element and conse-
quently no deterioration of the frequency characteristics.
Therefore, an adequate amplitude of oscillation can be
achieved even if the resonant frequency is high.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a configuration diagram of a radio-frequency
oscillation circuit according to one embodiment of the
present invention.

FIG. 2 is a diagram showing an equivalent circuit of the
radio-frequency oscillation circuit shown in FIG. 1.

FIG. 3 is a diagram showing one example of the circuit
configuration of the starter in FIG. 1.

FIG. 4 is a diagram showing another example of the circuit
configuration of the starter in FIG. 1.

DESCRIPTION OF EMBODIMENTS

As one embodiment of the present invention, a radio-fre-
quency oscillation circuit used for plasma generation in an
ICP emission spectrometer is hereinafter described with ref-
erence to the attached drawings.

FIG. 1 is a configuration diagram of the radio-frequency
oscillation circuit of the present embodiment, FIG. 2 is a
diagram showing an equivalent circuit of the radio-frequency
oscillation circuit of the present embodiment, and FIG. 3is a
diagram showing one example of the circuit configuration of
the starter in FIG. 1.

An induction coil 37 wound around a plasma torch 9 of the
ICP emission spectrometer to generate plasma in this plasma
torch 9 is the target to which a radio-frequency current needs
to be supplied in the present radio-frequency oscillation cir-
cuit. A capacitor 36 and four primary windings 32, 33, 34 and
35 of a feedback transformer are connected in series with this
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induction coil 37. Also connected in series with these circuit
elements is a secondary winding 38 of a starting transformer,
whereby an L.C resonance circuit 30 is formed. In addition to
the induction coil 37, the LC resonance circuit 30 includes
inductances due to the primary windings 32, 33, 34 and 35 of
the feedback transformer as well as that of the secondary
winding 38 of the starting transformer. However, since the
inductance of the induction coil 37 as compared to the other
inductances is sufficiently high, it is possible to consider that
the inductance of the induction coil 37 is dominant among the
inductances which determine the resonant frequency of the
LC resonance circuit 30.

A full-bridge drive circuit 10 is connected to the output
terminal of a DC power source 1 via a parallel-connected
bypass capacitor 2. The full-bridge drive circuit 10 has two
parallel-connected series circuits, one consisting of two
MOSFETs 13 and 16 and the other consisting of two MOS-
FETs 19 and 22. A capacitor 12,15, 18 or 21 and a secondary
winding 11, 14, 17 or 20 of the feedback transformer are
connected between the gate terminal and the source terminal
of'each of the four MOSFETs 13, 16, 19 and 22, respectively.
These secondary windings 11, 14, 17 and 20 of the feedback
transformer are magnetically coupled with the primary wind-
ings 32, 33, 34 and 35 of' the feedback transformer included in
the LCresonance circuit 30, respectively. The polarities of the
primary windings 32, 33, 34 and 35 of the feedback trans-
former, and those of the secondary windings 11, 14, 17 and
20, are determined so that diagonal MOSFETs among the
four MOSFETs 13, 16, 19 and 22 forming the full-bridge
configuration constitute a pair, and so that the two pairs of
MOSFETs alternately turn on and off.

The full-bridge drive circuit 10 and the LC resonance cir-
cuit 30 are connected to each other via inductors 3 and 4 as
well as a capacitor 31 in an impedance conversion circuit 39,
whereby the load impedance seen from the full-bridge drive
circuit 10 is maintained in an optimum state.

A starter 6 is connected to a primary winding 5 magneti-
cally coupled with the secondary winding 38 of the starting
transformer included in the LC resonance circuit 30. The
starter 6 and the DC power source 1 are controlled by a
controller 7. Actually, the secondary winding 38 of the start-
ing transformer is not a coil-like winding structure but a
simple, straight transmission line, and the primary winding 5
may have an annular structure wound around this transmis-
sion line. For example, upon receiving a startup command
from outside, the controller 7 performs an energizing opera-
tion for allowing the supply of power from the output terminal
of the DC power source 1, and supplies the starter 6 with a
drive power to make the starter 6 operate.

As shown in FIG. 3, the starter 6 is a Clapp oscillator circuit
with the primary winding 5 of the starting transformer incor-
porated in an L.C resonance circuit. More specifically, one
capacitor 70 having a variable capacitance and two capacitors
68 and 69 having fixed capacitances are connected in series
with the primary winding 5, whereby the loop of the L.C
resonance circuit is formed. Another capacitor 71 may be
connected to the primary winding 5 in parallel, for a reason
which will be described later. The line between the two
capacitors 68 and 69 is connected to the source terminal of a
MOSFET 63. This source terminal is connected to a ground
via a resister 66 and an inductor 67. A DC voltage V. is
applied to the drain terminal of the MOSFET 63 through a
filter consisting of an inductor 61 and a capacitor 62, while a
voltage obtained by aresistive division ofthe DC voltage V .~
using two resistors 64 and 65 is applied to the gate terminal of
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the MOSFET 63. Furthermore, this gate terminal is con-
nected to the line between the capacitors 70 and 68 in the LC
resonance circuit.

The circuit configuration of this starter 6 is a typical Clapp
oscillator circuit, whose operation principle is generally
known and hence will not be described in detail. By previ-
ously determining the capacitance of the capacitor 70 at a
value lower than those of the capacitors 68 and 69 constituting
a potential divider, and by adjusting the capacitance of the
capacitor 70, it is possible to adjust the oscillation frequency
of the resonance circuit while ensuring a stable oscillation.
Accordingly, the oscillation frequency can be previously
adjusted so that it will be close to the frequency of the self-
oscillation in the LC resonance circuit 30.

In the case where the capacitor 71 is additionally arranged
parallel to the primary winding 5 as shown by the broken line
in FIG. 3, the oscillation frequency depends on the sum of the
capacitances of the capacitors 70 and 71. Accordingly, the
oscillation frequency itself does not change as long as the sum
of the capacitances of the capacitors 70 and 71 is the same.
However, as the capacitance of the capacitor 71 becomes
higher and higher than that of the capacitor 70, the impedance
of'the resonance circuit also becomes higher and its operation
mode becomes the voltage mode. Conversely, as the capaci-
tance of the capacitor 71 becomes lower and lower than that of
the capacitor 70, the impedance of the resonance circuit also
becomes lower and its operation mode becomes the current
mode. For example, in the case where the withstand voltage of
the MOSFET 63 is comparatively low, if the resonance circuit
is operated in the voltage mode, a voltage which exceeds the
withstand voltage may possibly act on the MOSFET 63 and
damage it. Accordingly, particularly when the resonance cir-
cuit should be operated in the voltage mode, it is preferable to
arrange the capacitor 71 and suitably adjust the capacitances
of the two capacitors 70 and 71 for the characteristics of the
MOSFET 63.

Inthe circuit configuration shown in FIG. 1, on the assump-
tion that the capacitance of the bypass capacitor 2 is
adequately higher than the output capacitance C,,; of the four
MOSFETS 13,16, 19 and 22, the circuit configuration of FIG.
1 before the onset of the self-oscillation can be represented by
the equivalent circuit shown in FIG. 2. The aforementioned
assumption is reasonable, because a capacitor having a high
capacitance is normally used as the bypass capacitor 2. It
should be noted that all the MOSFETs in FIG. 2 are assumed
to have equal output capacitances. From this equivalent cir-
cuit, it can be understood that a large radio-frequency current
can be induced in the resonance circuit from the starter 6 by
setting the oscillation frequency of the starter 6 close to the
resonant frequency of the right-hand resonance circuit shown
in FIG. 2.

Next, the operation from the startup to the cease of oscil-
lation in the radio-frequency oscillation circuit of the present
embodiment is described. When a command for starting
plasma generation for an analysis in the ICP emission spec-
trometer is issued, the controller 7 receives this command and
begins to supply DC power from the DC power source 1 to the
full-bridge drive circuit 10. However, merely beginning the
DC power supply to the full-bridge drive circuit 10 does not
immediately generate voltage between the gate and source of
the MOSFETSs 13, 16, 19 and 22, and the self-oscillation in
the radio-frequency oscillation circuit does not occur. There-
fore, the controller 7 also begins to supply of DC voltage V.~
to energize the starter 6. The supply of DC voltage V
develops voltage between the gate and source of the MOS-
FET 63, whereby the MOSFET 63 is driven. As a result, the
resonance circuit including the primary winding 5, capacitor
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70 and other elements begins to oscillate at a preset frequency,
producing a flow of radio-frequency current through the pri-
mary winding 5.

The flow of radio-frequency current through the primary
winding 5 induces a radio-frequency current in the secondary
winding 38. Since the resonant frequency of the oscillation
circuit in the starter 6 is approximately equal to that of the LC
resonance circuit 30, the radio-frequency current in the LC
resonance circuit 30 reaches a predetermined value within
approximately a few to ten cycles. This radio-frequency cur-
rent also flows through the primary windings 32, 33, 34 and
35 included in the same L.C resonance circuit 30, whereby a
current is also induced in the secondary windings 11, 14, 17
and 20 which are magnetically coupled with those primary
windings, respectively. As a result, a sufficient amount of
feedback voltage is developed between the gate and source of
the MOSFETs 13,16, 19 and 22, which causes the MOSFETs
13, 16, 19 and 22 to begin the ON/OFF operation. By this
operation, a radio-frequency power is supplied from the full-
bridge drive circuit 10 to the L.C resonance circuit 30, so that
the oscillation in the LC resonance circuit 30 continues in a
stable form even if the oscillation in the starter 6 is discon-
tinued. Accordingly, after the elapse of a predetermined
period of time from the startup, the controller 7 discontinues
the supply of the DC voltage V - to the starter 6 to terminate
the operation of the starter 6. Normally, the starter 6 only
needs to operate for a considerably short period of time; for
example, 10 ps or so is sufficient.

While the radio-frequency oscillation circuit is oscillating
in the previously described manner, a radio-frequency current
flows through the induction coil 37 and creates a radio-fre-
quency electromagnetic field in the plasma torch 9. Then,
ionization of the plasma-generating gas introduced in the
plasma torch 9 is triggered through an igniter or similar
device (not shown). As a result, a stable ionization of the
plasma-generating gas occurs in the plasma torch 9, forming
a cloud of plasma. The plasma in the plasma torch 9 can be
extinguished by decreasing the DC voltage fed from the DC
power source 1 to the full-bridge drive circuit 10 to zero or a
similar level that is too low to drive the MOSFETs 13,16, 19
and 22. This operation decreases the radio-frequency current
flowing through the induction coil 37 and prevents a feedback
voltage high enough to turn on the MOSFETs 13, 16, 19 and
22 from being developed between the gate and source of the
MOSFETSs 13, 16, 19 and 22, so that the oscillation in the
radio-frequency oscillation circuit ceases.

As described to this point, in the radio-frequency oscilla-
tion circuit of the present embodiment, the oscillation in the
radio-frequency oscillation circuit is promoted during the
starting phase by inducing a radio-frequency current in the
LC resonance circuit 30 from the starter 6 through the primary
winding 5 magnetically coupled with the secondary winding
38 in the LC resonance circuit 30 which includes the induc-
tion coil 37. The starter 6 is simple in configuration and
comparatively inexpensive yet does not deteriorate the fre-
quency characteristics of the radio-frequency oscillation cir-
cuit. Accordingly, it is possible to start the radio-frequency
oscillation circuit in a stable manner and at a low cost, and to
sustain its self-oscillation.

In some cases, when the radio-frequency oscillation circuit
begins self-oscillation as a result of the starting operation by
the starter 6, a high level of current is induced through the
primary winding 5 of the starting transformer by the current
flowing in the L.C resonance circuit 30. If the resistance in the
resonance circuit of the starter 6 is low, the induced current
may possibly reach an excessively high level and break the
MOSFET 63 or other elements. Actually, the current induced
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in the primary winding 5 of the starting transformer will not
significantly increase, since the frequency of the current flow-
ing in the LC resonance circuit 30 changes due to a change in
the impedance of the induction coil 37 after the plasma is
formed in the plasma torch 9. Therefore, in practice, the
aforementioned problem rarely occurs. However, in order to
more assuredly avoid such a problem, the circuit configura-
tion of the starter 6 may be modified as shown in FIG. 4. In
FIG. 4, the components which are identical to those used in
the configuration shown in FIG. 3 are denoted by the same
numerals.

In this modified example, a PIN diode 72 is provided in
series with the primary winding 5 of the starting transformer,
and furthermore, a bias voltage is applied from positive and
negative power lines V, and V,, to the PIN diode 72 through
resisters 73 and 75, an inductor 74 and a switch 76. As is
commonly known, a PIN diode has a low resistance value and
allows the passage of a radio-frequency current when biased
in the forward direction, while conversely it has a high resis-
tance value when biased in the reverse direction. Accordingly,
it is preferable to turn on the switch 76 to apply a forward bias
voltage and lower the resistance value of the PIN diode 72
during the starting phase, and then turn off the switch 76 to
apply a reverse bias voltage and increase the resistance of the
resonance circuit after the elapse of a predetermined length of
time from the startup. By this operation, the aforementioned
unwanted induction current through the starting transformer
can be reduced to protect the circuit elements of the starter 6.

The previously described embodiment is one example of
the present invention, and any change, modification, addition
or the like appropriately made within the spirit of the present
invention will naturally be included within the scope of
claims of the present application.

For example, a half-bridge drive circuit may be employed
in place of the full-bridge drive circuit used as the switching
circuit for driving the LC resonance circuit in the previous
embodiment. The starter 6 is not limited to the Clapp oscil-
lator circuit; other forms of oscillation circuits, such as a
Colpitts oscillator circuit, may also be used, although they are
less stable.

REFERENCE SIGNS LIST

.. DC Power Source
.. Bypass Capacitor
4,61, 67,74 . .. Inductor
.. Primary Winding of Starting Transformer
.. Starter
.. Controller
9 ... Plasma Torch
10 . . . Full-Bridge Drive Circuit
11, 14, 17, 20 . . . Secondary Winding of Feedback Trans-
former
12,15, 18, 21, 31, 36, 62, 68, 70, 71 . . . Capacitor
13,16,19,22,63 ... MOSFET
30 ... LC Resonance Circuit
32,33,34,35. .. Primary Winding of Feedback Transformer
37 ... Induction Coil
38 ... Secondary Winding of Starting Transformer
39 ... Impedance Conversion Circuit
64, 66, 73,75 . . . Resister
72 ... PIN Diode
76 ... Switch
The invention claimed is:
1. A self-oscillating radio-frequency oscillation circuit,
comprising: a DC voltage source; an LC resonance circuit
including a coil and a capacitor; a switching circuit including

1.
2.
35

5.
6.
7.
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a switching element for switching a DC power supplied from
the DC voltage source and for supplying the power to the LC
resonance circuit; and a transformer formed by a primary
winding included in the L.C resonance circuit and a secondary
winding connected to a control terminal of the switching
element so as to turn on and off this switching element, the
radio-frequency oscillation circuit further comprising:

a) a starting transformer having a secondary winding con-

nected inside the L.C resonance circuit; and

b) a starter for supplying a primary winding of the starting

transformer with a radio-frequency current whose fre-
quency is close to a resonant frequency of the LC reso-
nance circuit during a certain period of time in a starting
phase, so as to start a self-oscillation in the radio-fre-
quency oscillation circuit.

2. The radio-frequency oscillation circuit according to
claim 1, wherein:

the starter is a radio-frequency L.C oscillation circuit whose

resonance circuit includes the primary winding of the
starting transformer.

3. The radio-frequency oscillation circuit according to
claim 2, further comprising a variable resistive element for
changing a resistance value of the resonance circuit in the
radio-frequency LC oscillation circuit to a greater value after
a self-oscillation is started.

#* #* #* #* #*
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